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LIST OF ACRONYMS 
for Asbestos 

 
 

ACM Asbestos-Containing Material 

ACBM Asbestos-Containing Building Material 

ACCM Asbestos-Containing Construction Material (California only) 

AHERA Asbestos Hazard Emergency Response Act 

CAC California Asbestos Consultant 

Cal/OSHA California Division of Occupational Safety and Health 

CCR California Code of Regulations 

CSST California Site Surveillance Technician 

CFR Code of Federal Regulations 

EPA Environmental Protection Agency 

FETU Facilities Environmental Technical Unit (LAUSD) 

HEPA High Efficiency Particulate Air 

HVAC Heating, Ventilation, and Air Conditioning 

LAUSD Los Angeles Unified School District 

NEA Negative Exposure Assessment 

NESHAP National Emission Standards for Hazardous Air Pollutants 

OAR Owner Authorized Representative 

OEHS Office of Environmental Health & Safety (LAUSD) 

PEL Permissible Exposure Limit 

PLM Polarized Light Microscopy 

RACM Regulated Asbestos-Containing Material 

SCAQMD South Coast Air Quality Management District 



 

   

LIST OF DEFINITIONS 
for Asbestos 

 
 
Abatement:  Control/elimination of asbestos through operations and maintenance, repair, 
enclosure, encapsulation, or removal. 
 
Amended Water:  Water to which a surfactant (wetting agent) has been added to increase the 
ability of the liquid to penetrate ACM. 
 
Asbestos:  Asbestiform varieties of Chrysotile (serpentine), crocidolite (riebeckite), amosite 
(cummingtonitegrunerite), anthophyllite, tremolite, and actinolite. 
 
Asbestos-Containing Material (ACM):  Material or product containing more than one percent 
(1%) asbestos 
 
Asbestos-Containing Building Material (ACBM):  Surfacing ACM, thermal system insulation 
ACM, or miscellaneous ACM that is found in or on interior structural members or other parts of 
a school building. 
 
Asbestos-Containing Construction Material (ACCM):  For California only.  Manufactured 
construction material that contains more than one-tenth of one percent (0.1%) asbestos by 
weight. 
 
Building ID Number or Code:  Six-digit alphanumeric identification code assigned to each 
building on a site; sometimes referred to as the insurance code, ID number, or other similar terms. 
 
District:  The Los Angeles Unified School District and its representatives. 
 
Friable:  Used in reference to a school building material which, when dry, may be crumbled, 
pulverized, or reduced to powder by hand pressure. 
 
High Efficiency Particulate Air (HEPA):  Filter or system capable of removing particulates of 
0.3 microns or larger from air at 99.97 percent or greater efficiency. 
 
Nonfriable:  Used in reference to a school building material which, when dry, may not be 
crumbled, pulverized, or reduced to powder by hand pressure. 
 
Plasticize:  To cover floors, ceilings, and walls with plastic (polyethylene) sheeting. 
 
Regulated Area:  Area established by the employer (abatement contractor) to demarcate where 
asbestos work is conducted, and by the adjoining area where debris and waste from such asbestos 
work accumulate; a work area within which airborne concentrations of asbestos exceed or may 
exceed (with reasonable possibility) the permissible exposure limit. 
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I. Executive Summary, Introduction, Purpose, and Scope of Services 

 
This Asbestos Engineering Assessment Report has been prepared by Vista Environmental 

Consulting, Inc. (Vista), for the upcoming project: 

 

Project Name / Number: Augmentation Grant – New 2-Story Building  

LAUSD (COLIN) Project Number: 10370661 

     FETU Work Order No. 29540053 

 

Project Location / School: Vaughn Next Century Learning Center (7452) 

    13330 Vaughn Street 

    San Fernando, CA  91340. 

 

Introduction 

 

Vista was retained by Los Angeles Unified School District – Facilities Environmental Technical 

Unit (LAUSD – FETU)  to conduct an asbestos engineering assessment at Vaughn Next Century 

Learning Center (7452) at the reference address above for the Augmentation Grant – New 2-Story 

Building Project.  The asbestos engineering assessment included a review of the LAUSD 

Asbestos Management Plans, a review of the scope of work provided, visual on-site inspection, 

and the collection of additional suspect asbestos-containing building materials (ACBM), if 

needed.  The engineering assessment was conducted on July 16, 2019 by Vista’s field 

technicians, Mr. Francisco Barraza and Mr. Carlos Galdamez, both State of California Division of 

Occupational Safety and Health (DOSH) Certified Asbestos Consultants (CAC) No. 17-6066 and 

No. 98-2379, respectively. 

Purpose and Scope of Services 

 

The purpose of the asbestos engineering assessment was to determine if any suspect building 

materials, which are scheduled to be disturbed by the planned project, contains asbestos.  The 

scope of services includes the following:  1) a review of the LAUSD asbestos management plan, 

2) review of the scope of work; 3) identify suspect ACBM that will be impacted by the planned 

project, 4) collect adequate number of samples per AHERA guidelines (if needed), 5) analyze 

samples for asbestos content, and 6) provide LAUSD with a project specific report with our 

findings. 

 

II. Scope of Work 

 
The asbestos engineering assessment performed was limited only to the areas involved in and 

building materials impacted by the scope of work for the above referenced project.  The following 

building(s) are impacted by the scope of work: 

 
Administrative Building (002DAN)  

 
The scope of work is to identify all asbestos-containing materials and lead-based paint (LBP) 

components impacted by the demolishing of the mentioned building as part of the Augmentation 

Grant – New 2-Story Building project.  
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For more details, please refer to the Scope of Work provided by the OAR. 

 
III. Visual Survey, Sampling Methodology, and Analytical Procedures 

 
 Visual Survey 

 
The asbestos engineering assessment report was performed generally in accordance with the 

AHERA protocol (40 CFR Part 763, Subpart E). Visual identification was performed by 

assessing visible and accessible structural, architectural, and mechanical components that may be 

impacted as part of this specific project, for the presence of suspect ACM at the Project Site. Each 

identified suspect asbestos-containing material (ACM) was sampled in accordance with 

procedures established by the United States Environmental Protection Agency (USEPA). 

 

Quantities and locations are based upon areas that were accessed. Materials similar those in this 

report may be present in areas which were not accessed. Subsurface areas were not part of this 

survey. 

 
 Sampling Methodology 

 

In the next phase, a sampling strategy is then developed to provide representative sampling of the 

suspect materials using the methods identified in AHERA and Cal/OSHA.  Each sample is placed 

in a container; the container is sealed, labeled and placed in a storage bag.  Samples are 

documented by entering the sample data on a chain-of-custody for bulk analysis form, including a 

description of the material, sample number, location, condition, accessibility, friability, potential 

for damage, and quantity.  Typically, the sample location is marked on an 8-1/2 x 11 inch not-to-

scale floor plan.  Throughout the process, special care is taken to prevent cross-contamination of 

the collected samples.  Sampling equipment is cleaned after each sample is obtained.  In addition, 

sample containers are placed directly beneath each sample location, when feasible, to collect any 

materials which may become dislodged during the sampling process.  Any debris generated by 

the sampling is cleaned by wet-cleaning methods.  Sample locations are appropriately repaired. 

 

 Analytical Procedures 

 

Suspect ACM samples were delivered, under chain-of-custody, to LAUSD Facilities Services 

Division (FSD) Laboratory located at 1449 South San Pedro Street, Los Angeles, California, 

90015 (213-745-1138).  LAUSD FSD Laboratory is accredited under the National Voluntary 

Laboratory Accreditation Program (NVLAP#101505-0) for asbestos.  

All bulk sample analysis is conducted by Polarized Light Microscopy (PLM) with dispersion 

staining as described in the "Method for the Determination of Asbestos in Bulk Building 

Materials" (EPA-600/R-93/116, July 1993).  A suspect material is immersed in a solution of 

known refractive index and subjected to illumination of polarized light.  The color displayed 

enables mineral identification.  Quality control samples at a rate of 10% or one per project, 

whichever is greater, are reanalyzed by a second, independent analyst.  Samples estimated to 

contain asbestos in amounts of 1% or less are also reanalyzed.  Once analyzed, results are entered 

on bulk logs for inclusion in the report.   
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NOTE:  The amended National Emission Standard for Hazardous Air Pollutants (NESHAP), 

November 20, 1990, included a requirement that when the asbestos content of a bulk sample 

material is determined using procedures outlined and the asbestos content is estimated to be less 

than 10% by a method other than point counting, the parties legally responsible for a building 

(owner/operator) may (1) elect to assume the amount to be greater than 1% and treat the material 

as a regulated asbestos-containing material, or (2) require verification of the amount by the Point 

Counting method.  The purpose of this procedure is to minimize false negative analysis (reporting 

the samples as containing less than 1% asbestos for asbestos-containing samples actually 

containing greater than 1%) and false positives (reporting the sample as containing greater than 

1% asbestos for samples containing less than 1% asbestos).  Point Counting was included in 

NESHAP in response to an EPA study that found an unacceptable amount of false negative and 

false positive analyses by methods outlined in EPA-600/R-93/116, July 1993 method.  Unless 

directed otherwise by LAUSD, Vista will assume that PLM analysis is acceptable for this facility.  

Reminder:  in California the abatement of materials with detectable quantities of asbestos - 

legally defined as materials containing percentages of asbestos greater than one-tenth of one 

percent (>0.1%) by area - are regulated by Cal/OSHA and therefore considered positive in this 

report.  Unless directed otherwise by LAUSD, samples with trace amounts of asbestos (less than 

1%) will be assumed by Vista to be asbestos-containing and subject to all applicable regulations. 

 

IV. Discussion of Survey Findings and Recommendations    

 
The survey was conducted in accordance with AHERA regulations and was limited to areas and 

materials impacted by the planned project.  The plant manager of the school provided access to 

the buildings and keys at the time of the inspection.   

 

The tables below include materials that are anticipated to be impacted during the project.   

 

Vista’s findings are as follows:    



Asbestos Engineering Assessment (Phase 1) for the  

Augmentation Grant – New 2-Story Building Project at 

Vaughn Next Century Learning Center (7452)   

LAUSD (COLIN) Project Number: 10370661 (FETU Work Order No. 29540053) 

 

7 of 14 

A. Administrative Building (002DAN) 

 

 1. Asbestos-Containing Materials (ACM >1%) and Asbestos-Containing Construction Materials (ACCM >0.1%) anticipated to be disturbed during the 

project:    

 

MATERIAL LOCATIONS / SCOPE OF IMPACT LAB SAMPLE NUMBERS 

a. ACM - 12”x12” Beige w/ Green 

& White Specks Floor Tile and 

Associated Mastic with Leveling 

Compound and Mastic   

 

Locations:  Health Office, Kitchenette, Passageway, Main Office 

Area, Supply Room, Copy Room (former Principal’s Office), 

Storage Room, Server Room, Offices 1 - 5 (Former Library Area) 

Scope of Impact: Remove as required by the scope of work.  

 

1907-0400, 0401, 0402 (7/16/2019) 

b. ACM – Exterior Stucco Ceiling  Locations:  Portico Ceiling (East Side of Building)   

Scope of Impact: Remove as required by the scope of work.  

 

1907-0430, 0431, 0432 (7/16/2019) 

c. ACM – Window Putty  Locations:  Exterior Windows 

Scope of Impact:  Remove as required by the scope of work.  

  

MB-WP-01 to 05 (11/6/1998) 

d. ACM – Roof Mastic (Cover w/ 

Foam)  

Locations: Main Roof @ Penetrations  

Scope of Impact:  Remove as required by the scope of work.  

 

1907-0451, 0452, 0453 (7/16/2019) 

e. ACM – Roof Mastic  Locations: Arcade Roof 

Scope of Impact:  Remove as required by the scope of work.  

 

1907-0457, 0458, 0459 (7/16/2019) 

f. Assumed ACM – Pipe 

Insulation Fittings (Elbows)  

Locations:  Throughout the Building (Above the Ceiling Tiles in 

the ceiling space) 

Scope of Impact:  Remove as required by the scope of work.  

 

Assumed ACM  

g. Assumed ACM – Floor Tile and 

Associated Mastic  

Locations:  Main Office (Counter); Supply Room (Cabinets); and 

Passageway (Cabinet) by the Principal’s Office Restroom (Copy 

Room now)  

Scope of Impact:  Remove possible flooring underneath the 

cabinets as required by the scope of work.  

 

Assumed ACM  
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 2. Non-Asbestos-Containing Materials (Non-ACM) anticipated to be disturbed during the project: 

 

MATERIAL LOCATIONS / SCOPE OF IMPACT LAB SAMPLE NUMBERS 

a. Sand Plaster Walls Locations:  Throughout the Building (Health Office, Kitchenette, 

Passageway, Main Office Area, Supply Room, Copy Room (former 

Principal’s Office), Storage Room, Server Room, Offices 1 - 5 

(Former Library Area), Restrooms, and Computer / Telephone 

Room) 

Scope of impact: Remove as required by the scope of work.  

 

191238, 191239, 191240, 

191241, 181242, 191243, 

191244 (9/10/2002); MB-WM-

01 to 07 (11/6/1998) 

b. Drywall Walls w/ Joint 

Compound  

Location:  Offices 1-4 & Hallway (Former Library Area), Office 

#5, and Server Room  

Scope of Impact: Remove as required by the scope of work.  

 

1907-0412, 0413, 0414 (7/16/2019) 

c. 2’x2’ Fissured Ceiling Tiles 

(Lay-In) 

Locations:  Throughout the Building (Health Office, Kitchenette & 

Restroom, Passageway, Main Office Area, Supply Room, Copy 

Room & Restroom (former Principal’s Office), Storage Room, 

Server Room, and Offices 1 - 5 (Former Library Area)) 

Scope of Impact:  Major impact with the Seismic Work. 

 

1907-0415, 0416, 0417 (7/16/2019); 

191248, 191249, 191250 (9/10/2002) 

d. 12”x12” Straight Holes Ceiling 

Tiles (Nailed) 

Locations:  Throughout the Building (Health Office, Kitchenette & 

Restroom, Passageway, Main Office Area, Supply Room, Copy 

Room & Restroom (former Principal’s Office), Storage Room, 

Server Room, and Offices 1 - 5 (Former Library Area) – Above the 

2’x2’ Ceiling Tiles) and Computer / Telephone Room  

Scope of Impact:  Remove as required by the scope of work.  

 

1907-0418, 0419, 0420 (7/16/2019); 

191245, 191246, 191247 (9/10/2002); 

MB-CT-01 to 07 (11/6/1998) 

e. Ceiling Barrier Paper  Location:  Throughout the Building (Health Office, Kitchenette & 

Restroom, Passageway, Main Office Area, Supply Room, Copy 

Room & Restroom (former Principal’s Office), Storage Room, 

Server Room, and Offices 1 - 5 (Former Library Area) – Above the 

2’x2’ Ceiling Tiles) and Computer / Telephone Room  

Scope of Impact: Remove as required by the scope of work. 

 

 

1907-0421, 0422, 0423 (7/16/2019); 

0107-0197, 0198, 0199 (7/6/2001) 
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f. 12”x12” Pin-Hole Ceiling Tiles 

(Nailed) 

Locations:  Throughout the Building (Above the 2’x2’ Ceiling 

Tiles only by the HVAC Duct Vents) 

Scope of Impact:  Remove as required by the scope of work.  

 

F1, F2, F3 (4/21/1988) 

g. 12”x12” Fissured Ceiling Tiles 

(Nailed on Wood Ceiling)  

Locations:  Faculty “Gender Neutral” Restroom  

Scope of Impact:  Remove as required by the scope of work. 

 

1907-0439, 0440, 0441 (7/16/2019) 

h. Fire Stop Material (Red) 

 

Locations:  Throughout the Building (Above the 2’x2’ Ceiling 

Tiles) 

Scope of Impact: Remove as required by the scope of work. 

 

1907-0424, 0425, 0426 (7/16/2019) 

i. Wall Moister Barrier Paper  Locations: Behind the Exterior Stucco Walls  

Scope of Impact: Remove as required by the scope of work.   

 

1907-0427, 0428, 0429 (7/16/2019) 

j. 4” Lt. Green Cove Base and 

Associated Adhesive 

Locations: Throughout the Building (Health Office, Kitchenette & 

Restroom, Passageway, Main Office Area, Supply Room, Copy 

Room & Restroom (former Principal’s Office), Storage Room, 

Server Room, and Offices 1 - 5 (Former Library Area)) 

Scope of Impact: Remove as required by the scope of work.   

 

1907-0403, 0404, 0405 (7/16/2019) 

k. 12”x12” Tan Floor Tile and 

Associated Mastic  

 

Locations: Computer / Telephone Room  

Scope of Impact: Remove as required by the scope of work.   

 

1907-0406, 0407, 0408 (7/16/2019) 

l. 4” Black Cove Base and 

Associated Mastic  

Locations: Computer / Telephone Room  

Scope of Impact:  Remove as required by the scope of work.   

 

1907-0409, 0410, 0411 (7/16/2019) 

m. Exterior Stucco Walls  Locations:  Exterior Walls  

Scope of Impact: Remove as required by the scope of work. 

 

928088, 928089, 928090 

(10/18/1990) 

n. Non-Skid Flooring Material  Locations:  Exterior Ramp  

Scope of Impact: Remove as required by the scope of work. 

 

1907-0433, 0434, 0435 (7/16/2019) 

o. Exterior Arcade Stucco Ceiling  Locations:  Arcade Ceiling (West of Building) 

Scope of Impact:  Remove as required by the scope of work.  

  

1907-0436, 0437, 0438 (7/16/2019) 
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p. Foam Roofing Material – Core 

Sample  

Locations:  Main Roof  

Scope of Impact:  Remove as required by the scope of work. 

 

1907-0442, 0443, 0444 (7/16/2019) 

q. HVAC Duct Seam Mastic 

(Cover w/ Foam) 

Locations: Main Roof  

Scope of Impact: Remove as required by the scope of work. 

 

1907-0445, 0446, 0447 (7/16/2019) 

r. Pitch-Pocket Mastic  

(Cover w/ Foam) 

 

Locations:  Main Roof  

Scope of Impact: Remove as required by the scope of work. 

1907-0448, 0449, 0450 (7/16/2019) 

s. Built-Up Roofing Material – Cap 

Sheet (Core Sample)  

Location:  Arcade Roof (West of Building) 

Scope of Impact: Remove as required by the scope of work. 

 

1907-0454, 0456, 0457 (7/16/2019) 

 

 3. Recommendations for handling ACM and/or ACCM: 

 

 a. ACM – 12”x12” Beige w/ Green & White Specks Floor Tile with Leveling Compound and Associated Mastic; Assumed ACM – Flooring and 

Associated Mastic   

 

  1) Removal of the asbestos-containing materials floor tile and associated mastic and possibly underneath cabinets must be conducted by an 

LAUSD approved abatement contractor in compliance with LAUSD Section 02 8216 (Asbestos Abatement Non-Friable Floor Tile) 

specifications. 

 

 b. ACM – Stucco Ceiling (Portico); ACM – Window Putty  

 

  1) Removal of these asbestos-containing materials must be conducted by an LAUSD approved abatement contractor in compliance with 

LAUSD Section 02 8213 (Asbestos Abatement and Asbestos Related Disturbances) specifications. 

 

 c. ACM – Roof Mastic  

 

  1) Removal of the asbestos-containing roof mastic must be conducted by an LAUSD approved abatement contractor in compliance with 

LAUSD Section 02 8219 (Asbestos Abatement Non-Friable Roofing Materials) specifications.  

 

 d. Assumed ACM – Pipe Insulation Fittings (Elbows) 

 

  1) Removal of the assumed asbestos-containing pipe insulation fittings (elbows) must be conducted in compliance with LAUSD Section 02 

8213 (Asbestos Abatement and Asbestos Related Disturbances) specifications. 
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 e. General Notes:  

 

  1) No crawl space located.  

  2) At the time of the inspection, there is a ceiling above the 2’x2’ ceiling tile with fiberglass batt insulation on it and right above is the 

original ceiling with damaged and missing 12”x12” Straight Holes Ceiling Tiles nailed and ceiling barrier paper.  Above the “original” 

ceiling is a ceiling space with an access hatch observed in the Supply Room.  Fiberglass pipe runs were observed along with pipe 

insulating fittings (elbows) which were inaccessible.  At this time, they will be assumed until sampling can be performed.  However, at the 

time of the inspection, they were observed intact with no debris.  There is also fiberglass batt insulation throughout the ceiling space.   

  3) At the time of the inspection, the building has been renovated and the rooms have different function as the original.  Please plot plan in 

Appendix B regarding the room changes.  

  4) Ceramic floor tile and ceramic base was observed in the Kitchenette Restroom (formerly Health Office Restroom), Supply Restroom 

(Formerly Principal’s Office Restroom), and Faculty “Gender Neutral” Restroom.   

  5) Painted walls, ceilings, doors, jambs, and caseworks are assumed to be Lead-Based Paint. 

  6) At the time of the inspection, water stains were observed on the ceiling tiles at various locations throughout the building.  

  7) No chalkboards located in the building. 

  8) The bulletin boards present were observed to the screwed into the walls.  
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V. General Recommendations and Notes 

 
 All suspect construction materials not identified above are presumed asbestos-containing.  All 

attics and crawl spaces not specified herein as clear for normal access and ceiling spaces not 

inspected and identified as absent of contamination are to be considered asbestos-contaminated 

areas.  If materials not identified in this report will be disturbed or if attics, crawl spaces or ceiling 

spaces not identified in this report as clear of contamination are to be accessed during 

construction, notify IOR or OAR.  They will contact the Facilities Environmental Technical Unit 

for further direction prior to disturbance of these materials or access of the contaminated spaces. 

 

 Based on the scope of work for this project and extent of asbestos-containing materials to be 

impacted, a Phase II report is required.  All work that will result in disturbance of asbestos 

containing materials shall be performed in accordance with all applicable specifications, laws and 

regulations, including but not limited to the LAUSD Facilities Standard Specifications and 

Procedures, Division 02 8213, “Asbestos Abatement and Asbestos Related Disturbance,” 29 CFR 

1926.1101, Title 8, CCR 1529, and AHERA. 

 

 The Contractor shall take care when demolishing materials which will open wall cavities, sealed 

ceiling areas, covered trenches, and in general, areas which were inaccessible during the limited 

asbestos inspection. If any additional known, presumed, or suspected asbestos-containing 

materials are discovered during the demolition/renovation, the Contractor shall immediately stop 

all work and then contact the FETU and the project Environmental Consultant to determine the 

proper course of action. 

 
 NOTE:  It is recommended that a site visit be conducted once the building is vacant to access any 

hidden building materials prior to the start of the project.   No sub-surface inspection was 

conducted; possible “Transite” pipe might be present in the soil once the building is demolished.  

 
VI. Lead Related Construction and Impact to Coated Surfaces 

 
A. The buildings and grounds involved with this project were built as follows: 

 

Administrative Building (002DAN)  1957 

 

B. Renovation, repair or painting work performed on buildings regardless of the date of 

construction shall require special handling and environmental monitoring when coated 

surfaces including, but not limited to, painted, varnished, and glazed surfaces are impacted.  

All coated surfaces are assumed to be lead-based.  All work shall be performed in compliance 

with Facilities Standard Specification, Section 02 8333, “Lead Abatement and Lead Related 

Construction Work.”  XRF testing methodology is not acceptable in determining negative for 

lead content for Cal/OSHA compliance purposes, except for notification requirements.  XRF 

may be used in determining lead-based paint for compliance with the U.S.E.P.A. Renovator, 

Repair, and Painting Rule.  Disturbance of coated surfaces by contractors will be monitored 

by qualified District staff or Environmental Consultant sufficient to ensure that proper 

training and work procedures, cleanup, and waste handling are employed. 

 

C. Loose or flaky paint that will be disturbed during the work of this project or in close 

proximity of the work area shall be stabilized by removing the loose or flaky paint and 

leaving only paint in stable condition. 
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D. It should be noted that any coated surfaces and building materials not listed above are to be 

considered to be lead-based and asbestos-containing respectively.  Should the project require 

the disturbance of these surfaces and building materials, the FETU shall be notified. 

 

If any changes occur in the scope of work, notify the Consultant or the FETU immediately before further 

commencement of work. 

 

This report may not be changed, modified or include additions without the express written permission 

from the FETU. 

 

If you have any questions regarding this report, contact the FETU at (213) 745-1450. 

 

 

Signatures below certify that the information contained herein has been proofread and is technically 

accurate.  

 

 
___________________________________________________   

Carlos A. Galdamez, Certified Asbestos Consultant No. 98-2379   

 

 
VII. Confidentiality and Limitations 

 
Reasonable effort is made by Vista personnel to locate and sample suspect materials impacted by 

the planned project.  However, for any school site the existence of unique or concealed asbestos-

containing materials and debris is a possibility.  In addition, sampling and laboratory analysis 

constraints typically hinder the investigation.  Vista does not warrant, guarantee or profess to 

have the ability to locate or identify all asbestos-containing materials in a school site. 

 

This report is based upon the site conditions at Vaughn Next Century Learning Center at the time 

of our inspection.  Should the scope of work change affecting any other materials to be impacted, 

the LAUSD FETU shall be notified immediately.       
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APPENDIX A - 
ANALYTICAL RESULTS FROM SAMPLES 

 























































































 
 
 
 
 
 
 
 
 
 
 
 
 
 

APPENDIX B –  
ASBESTOS SURVEY FORM A 

 







ADMINISTRATIVE BUILDING 
                   (002DAN)

Working North

carlos.galdamez
Text Box
Main Office Area 

carlos.galdamez
Line

carlos.galdamez
Callout
Kitchenette

carlos.galdamez
Callout
Health Office (Office)

carlos.galdamez
Line

carlos.galdamez
Line

carlos.galdamez
Rectangle

carlos.galdamez
Callout
Copy Room 
(Formerly Principal's Office

carlos.galdamez
Callout
Supply Room 

carlos.galdamez
Rectangle

carlos.galdamez
Line

carlos.galdamez
Line

carlos.galdamez
Line

carlos.galdamez
Line

carlos.galdamez
Line

carlos.galdamez
Callout
Computer / Telephone Room 

carlos.galdamez
Text Box
Office 1

carlos.galdamez
Line

carlos.galdamez
Line

carlos.galdamez
Line

carlos.galdamez
Line

carlos.galdamez
Callout
Office #2

carlos.galdamez
Callout
Office #3

carlos.galdamez
Callout
Office #5

carlos.galdamez
Text Box
RR

carlos.galdamez
Callout
Office #4

carlos.galdamez
Callout
Storage Room 

carlos.galdamez
Callout
Restroom

carlos.galdamez
Callout
Restroom

carlos.galdamez
Callout
Fac. Gender-Neutral RR

carlos.galdamez
Text Box
Server Room

carlos.galdamez
Line

carlos.galdamez
Text Box
Former Library Area 

carlos.galdamez
Line

carlos.galdamez
Callout
Arcade



 
 
 
 
 
 
 
 
 
 
 
 
 

APPENDIX C - 
CONSULTANT CERTIFICATIONS 







 
 
 
 
 
 
 
 
 
 
 
 
 

APPENDIX D - 
SCOPE OF WORK 



4500496697

Senior Project Manager  7/1/19




